INSTALLATION

INSTRUCTIONS

BI-FOLD ALUMINUM PATIO OPENING

The Bi-Fold Star system is a high-performance aluminum-framed stackable
bi-folding door system. It is designed for comfort and quality, durability,
energy performance and security.
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INSTALLATION

INSTRUCTIONS

® The applied installation is not possible for this type of pieces.

® The recommended installation is the one with installation flanges.

® The installation can also be done by using the installation flanges 373888. In this case, their placement is
done following the same rules as in the case of classic carpentry: 150 mm from the inner corner of the frame
and then, successively on the profile, without exceeding 700 mm between 2 consecutive flanges. The
installation flanges are fixed on the frame with stainless steel self-drilling screws, ® 3.9x19 mm, two screws
per flange. The flanges are installed on the sides and upper part, not on the bottom, so that the frame is
placed on the floor.

® At the bottom part, put pre-compressed tape of 15x6 mm and seal with silicone both inside and outside.

Silicon sealing

Pre-compressed tape 15x6mm

® |f the bifold is designed with threshold, irrespective of its type, the threshold is not fixed at the bottom,
instead, the outline is sealed with silicone, according to the below instructions.

Installation flange 373888

® |f, by various reasons, it is not wanted or it is not possible the installation by using flanges, the bifold can be
installed using installation screws, but the procedure is more complicated.

@ In the following page there are presented the details necessary when installing the bifold system using

installation screws as well as the way of placing and sealing the bifold threshold, with applied or embedded
threshold.
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INSTALLATION
INSTRUCTIONS

Upper Hor L 1. Installation of the aluminium bifold system, with full frame
COR-3731 -

® The frame of the bifold systems with full frame is designed with profile
3730 on the lower side and profile 3731 on the other three sides.

® For tunnelinstallation, with installation screws ®7.5mm, proceed the

i following way:

8 Dismantle the sash assembly from the hinge adjustment

v profile 3740;

Dismantle the hinge adjustment profiles;

o || : Drill the installation holes @ 8 in the frame, at 150mm from the inner
| corners and then, at equal distances one from another, without

exceeding 700mm between two successive holes.

On the left, right and upper side, the end holes and the one in the

middle are drilled through the inner semi-profile and the others are

drilled in the outer semi profile; on the lower side, the holes are drilled

only through the inner semi-profile.

The lower side is installed to the finished floor, in this case, it is

= mandatorily sealed with pre-compressed tape and silicon on its

length, both inside and outside (see the above instructions).

In this case, the frame cannot be embedded in the floor outside, in

order not to obturate the drainage. Inside, it can be embedded

maximum 30 mm.

The bottom side can also be installed on the semifinished floor

(concrete screed), in this case it is used an additional profile for the

frame of 20mm or 38mm, which also provides the thermal break of the

floor. It is embedded completely in the floor. Regarding the floors

B position as against the frame, the above mentioned remain valid

TR (zero outside and max. 30 mm inside).
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® The lower side of the bifold, as it takes over the entire weight of the
81 profile can only be installed on finished or semi-finished surface.
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